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(d) Pursuant to the progressive clear-
ance procedures set forth in §122.88 of
this chapter, when airlines commingle
domestic (stopover) passengers who
have already cleared Customs at their
port of arrival and are continuing on to
another U.S. destination, with inter-
national passengers who are arriving at
their port of arrival and have not yet
cleared Customs, a progressive clear-
ance fee of $2.00 per domestic (stop-
over) passenger reinspection in the
U.S. will be charged by Customs to the
affected airlines to offset the addi-
tional cost to Customs of reinspecting
passengers who have already been
cleared. The fee is in addition to any
other charges currently incurred, such
as overtime services, but will not apply
to passengers reinspected on an over-
time basis if the cost of performing
such reinspection is reimbursed to Cus-
toms in accordance with 19 U.S.C. 1451.
The fee will not apply to the reinspec-
tion of non-revenue producing pas-
sengers, including but not limited to,
employees of the carrier and their de-
pendents, deadhead crew, employees of
other carriers who may be assessed a
service charge by the transporting car-
rier, and other persons to whom the
carrier is authorized to provide free
transportation pursuant to 14 CFR part
233. The airline industry will be noti-
fied at least 90 days in advance of the
date of any change in the amount of
the fee necessitated by either an in-
crease or decrease in costs to Customs,
but no new fee shall take effect before
January 1, 1986.

[28 FR 14808, Dec. 31, 1963]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting §24.12, see the List of CFR
Sections Affected, which appears in the
Finding Aids section of the printed volume
and at www.fdsys.gov.

§24.13 Car, compartment, and package
seals; kind, procurement.

(a) Customs seals accepted pursuant
to §24.13a of this chapter shall be used
in sealing openings, packages, convey-
ances, or articles requiring the secu-
rity provided by such sealing.

(b) Red in-bond and high security red
in-bond seals used for sealing imported
merchandise shipped between ports in
the United States shall be stamped
“U.S. Customs in Bond.” Uncolored
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seals used to seal containers of com-
mercial traveler’s samples transiting
the United States as provided by
§123.52 of this chapter shall be stamped
“Canada-United States Customs.” [U.S.
Transit], and uncolored seals used to
seal containers of commercial trav-
eler’s samples transiting the TUnited
States as provided by §123.52 of this
chapter shall be stamped “Canada-
United States Customs.” Blue in-tran-
sit seals used to seal merchandise
transiting foreign territory or waters
between ports in the United States as
provided in §123.24 of this chapter shall
be stamped “U.S. Customs In-Transit.”
Yellow in-transit seals used on rail
shipments of merchandise and on con-
tainers of commercial traveler’s sam-
ples transiting Canada between U.S.
ports as provided in §§123.24 and 123.51
of this chapter shall be stamped [U.S.
Customs]

[Can. Transit] for use on railroad cars,
and “United States-Canada Customs”
for use on samples. Uncolored seals
used for Customs purposes other than
for (1) shipping in bond, (2) shipping by
other than a bonded common carrier in
accordance with section 553, Tariff Act
of 1930, as amended, or (3) shipping in
transit shall be stamped “U.S. Cus-
toms.” All seals (except uncolored in-
transit seals on containers of commer-
cial traveler’s samples and seals for use
on airline liquor kits) shall be stamped
with the name of the port for which
they are ordered. Each strap seal shall
be stamped with a serial number. Each
automatic metal seal shall be stamped
with a symbol number and, when re-
quired, with a serial number.

(c) Purchase of seals. Bonded carriers
of merchandise, commerical associa-
tions representing the foregoing or
comparable organizations approved by
the port director under paragraph (f) of
this section, a foreign trade zone oper-
ator and bonded warehouse proprietors
may purchase quantity supplies of in-
bond and in-transit seals from manu-
facturers approved under the provi-
sions of §24.13a. The order shall be pre-
pared by the purchaser and, except as
hereinafter noted, shall be confined to
seals for use at one port and shall
specify the kind and quantity of seals
desired, the name of the port at which
they are to be used, and the name and
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address of the consignee to whom they
are to be shipped. Seals for use on air-
line liquor kits need not specify the
name of the port at which they are to
be used, and orders for such seals need
not be confined to seals for use at one
port. Carriers and bonded warehouse
proprietors may purchase small emer-
gency supplies of in-bond and in-transit
seals from port directors, who will keep
a supply of such seals for this purpose.
An order for green or uncolored in-
transit seals shall be submitted to the
office of the Director of Customs-Ex-
cise Inspection, Ottowa, Canada, for
approval and forwarding to the manu-
facturer. An order for green strap-in
bond seals for use on railroad cars
must stipulate that the seals are to be
consigned to the collector of customs
and excise in Canada at the port indi-
cated on the seals for entry purposes
and storage under Customs lock and
key.

(d) The manufacturer or supplier
shall ship the seals to the consignee
named in the order and shall advise the
director of the port to which the seals
are shipped as to the kind and quantity
of seals shipped, the name of the port
(where required), serial numbers, and
symbol number (where required)
stamped thereon, the name and address
of the consignee, and the date of ship-
ment.

(e) [Reserved]

(f) Port director approval required. In-
bond seals may be purchased only by a
foreign trade zone operator or Customs
bonded warehouse proprietor, a cus-
toms bonded carrier, a nonbonded car-
rier permitted to transport articles in
accordance with section 553, Tariff Act
of 1930, as amended (19 U.S.C. 1553) or
in the case of red in-bond and high se-
curity red in-bond seals, the carrier’s
commercial association or comparable
representative approved by the port di-
rector. In-transit seals may be pur-
chased by a bonded or other carrier of
merchandise or, in the case of blue in-
transit seals, by the carrier’s commer-
cial association or comparable rep-
resentative approved by the port direc-
tor. Except for uncolored in-transit
seals, uncolored Customs seals may not
be purchased by private interests and
shall be furnished by port directors for
authorized use without charge. In-bond

19 CFR Ch. | (4-1-11 Edition)

and in-transit seals sold by port direc-
tors shall be charged for at the rate of
10 cents per seal, except for high secu-
rity red in-bond seals which shall be
charged for at the current manufactur-
er’s list price for the quantity pur-
chased.

[28 FR 14808, Dec. 31, 1963]

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting §24.13, see the List of CFR
Sections Affected, which appears in the
Finding Aids section of the printed volume
and at www.fdsys.gov.

§24.13a Car, compartment, and pack-
age seals; and fastenings; standards;
acceptance by Customs.

(a) General standards. The seals and
fastenings, together, shall

(1) Be strong and durable;

(2) Be capable of being affixed easily
and quickly;

(3) Be capable of being checked read-
ily and identified by unique marks
(such as a logotype) and numbers;

(4) Not permit removal or undoing
without breaking, or tampering with-
out leaving traces;

(5) Not permit use more than once;
and

(6) Be made as difficult as possible to
copy or counterfeit.

(b) Seal specifications. (1) The shape
and size of the seal shall be such that
any identifying marks are readily leg-
ible.

(2) Each eyelet in a seal shall be of a
size corresponding to that of the fas-
tening used, and shall be positioned so
that the fastening will be held firmly
in place when the seal is closed.

(3) The material used shall be suffi-
ciently strong to prevent accidental
breakage, early deterioration (due to
weather conditions, chemical action,
etc.) or undetectable tampering under
normal usage.

(4) The material used shall be se-
lected with reference to the sealing
system used.

(c) Fastening specifications. (1) The
fastening shall be strong and durable
and resistant to weather and corrosion.

(2) The length of the fastening used
shall not enable a sealed aperture to be
opened or partly opened without the
seal or fastening being broken or other-
wise showing obvious damage.
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